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compex wp54g manual

Youll find such information in the Manual of your Compex WP54G router. But if you do not have the
manual for your router or you do not want to read the whole manual to find the default login
information then you can use the quick guide below. To get to the router login page its necessary
that you are connected to the router. The default password is password. Sometimes the username
and password doesnt work that we mentioned in the top of this guide.Did you try the following IPs In
the list below we listed all known router IPs for the manufacturer Compex. Maybe this will work for
you.This can be done easily by clicking on the reset button at the back or at the bottom of your
router. If you hold down this small button for approximately 20 seconds, you may have to use a
toothpick, then your modem will get restored to the factory settings. What you need to keep in mind
is that when you reset your modem, you will lose your connection online. It is therefore better to
take an experts assistance in this regard. Youll find such information in the Manual of your Compex
WP54G 6EA11USP26 router. But if you do not have the manual for your router or you do not want to
read the whole manual to find the default login information then you can use the quick guide below.
To get to the router login page its necessary that you are connected to the router. The default
network name SSID is WirelessAP. After some seconds our tool will show a link to your router login
page. Click on the shown link. There you will find your login credentials. If not then have a look at
the manual of your router. Sometimes the username and password doesnt work that we mentioned
in the top of this guide.Did you try the following IPs In the list below we listed all known router IPs
for the manufacturer Compex. Maybe this will work for you.This can be done easily by clicking on
the reset button at the back or at the bottom of your
router.http://www.alterconseil.fr/alterconseil/images/6x7-pentax-manual.xml
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If you hold down this small button for approximately 20 seconds, you may have to use a toothpick,
then your modem will get restored to the factory settings. What you need to keep in mind is that
when you reset your modem, you will lose your connection online. It is therefore better to take an
experts assistance in this regard. WirelessG 54Mbps XRTM. Access PointWP54G 1a. Table of
ContentsPackaging Content. 2. Method One Using power adapter to supply power to the unit. 3.
Method Two Using Compex PoE to supply power to the unit. 5. Access to the Web interface with
uConfig. 8. Access to the Web interface manually. 11Chapter 1. IntroductionEmbedded with the
Atheros chipset, it boasts network robustness and stabilityBased on 802.11g, it can support transfer
speedsWP54G is capable of operating in several different modes, which makes itWP54G provides a
wider coverage for your network. Moreover, its integrated. Power over Ethernet PoE allows WP54G
to be used in areas where powerTo protect your security and privacy, WP54G is armed with many
enhancedAdvanced Encryption Standard encryption MAC Address Filtering, IEEE
802.1xIntroduction. Packaging Content. Actual product appearance may slightly differ depending on
the hardwareLet’s Get Going Hardware SetupCompex WP54G can be powered using either the
power adapter provided orThe installation process for both options is describedMethod One Using
power adapter to supply power to theConnect the external antenna to the. SMA connector of
Compex WP54G. Insert one end of the RJ45 Ethernet cable to any of the LAN ports on your. Compex
WP54G, and the other end of the cable to your PC’s EthernetLet’s Get Going Hardware Setup.
Attach the power adapter to the main electrical supply, and connect thePower ON your PC. Notice
that the Power and Port 1 or 2 depending onLet’s Get Going Hardware Setup. Method Two Using
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Compex PoE to supply power to the unit. Compex PowerOverEthernet PoE is fully compatible with
our Compex. WP54G.http://wstawiennictwo.pl/userfiles/6x16-norstar-manual.xml

This accessory supplies operational power to the wireless AP via the. Ethernet cable connection.
Users who have already purchased the Compex PoE and who wish to use it toConnect the external
antenna to the SMAUse an RJ45 Ethernet cable to connect one end of the cable to the EthernetWhen
one port is used for PoE, the other port cannot connect to any otherMaximum length of the RJ45
Category 5 cable is 100 metres.Let’s Get Going Hardware Setup. Next, connect the RJ45 Ethernet
cable attached to the Compex PoE InjectorOnce you have finished configuring your WP54G, you can
connect the PoE. Injector’s RJ45 Ethernet cable to your network device, such as to a switch orNote.
The voltage and current supplied to the Compex WP54G power adapter andDo not interchange
theLet’s Get Going Hardware Setup. Now, turn on your power supply. Notice that the Power and
Port 2 accordingThis indicates that the WP54G isAccess to Webbased InterfaceThere are two
methods to access to the webbased interface of CompexFirst, you will need to assign an IP address
to your PC, such asThen, enter IP address of Compex WP54GAccess to the Web interface with
uConfig. Compex has developed a powerful uConfig utility that provides hasslefreeInsert the Product
CD into your CDROM drive. From the Utilities section, select to install the uConfig utility to your
hard disk. When the utility has been installed, doubleclick on the uConfig icon. TheAccess to
Webbased Interface. Select NetPassage WP54G in the Compex Products List section and click
onThis screen prompts you not to exit your uConfig program while accessing toAccess to Webbased
Interface. At the authentication page, click on the LOGIN.You will then reach the home page of
Compex WP54G’s webbasedNote. Refer to User’s Manual for instructions on how to configure
Compex WP54G forAccess to Webbased Interface. Access to the Web interface manually. If you wish
to access to the web interface manually, you need to configure the.

If you have forgotten the IP address of your access point, do not worry! Compex has designed
another utility program NpFind that helps you verify the. IP address of your Compex product. You
can also find this utility in the ProductOnce your Compex WP54G has connected to your PC, the
program willOpen your Internet browser, enterYou will then reach the home page of Compex
WP54G’s webbasedNote. Refer to User’s Manual for instructions on how to configure Compex
WP54G forPanel Views and DescriptionsFront View of Compex WP54GDescription. Steady Blue. The
device is powered up. Off. No power is supplied to the device.Flashing Green. This indicates the
flash during theWAN connection is enabled. Flashing Green. Data transmission at WANSteady
Green. At least one wireless client isFlashing Green. Activity is detected in the wirelessPanel Views
and Descriptions. NameConnection has been establishedFlashing Green. Activity is detected in the
network. Off. No network connection. Back View of WP54GDescriptionConnect to your PC or
network hub or switch. If using PoE. Connect to PoE injectorPanel Views and Descriptions. Name.
DescriptionConnect to power adapter if used.Connect to external SMA antenna. Bottom View of
Compex WP54GDescription. To reboot, press once. To reset password, press and hold the button for
5To restore the factory default settings, press and holdThe DIAG lightTechnical SpecificationSafety
and. Electromagnetic. ConformanceIEEE 802.11g. PerformanceIndoor 20 m 54 Mbps. Outdoor 80 m
54 MbpsIEEE 802.11b. IEEE 802.11g. Wireless Operation Modes. Access Point. Access Point Client.
Point to Point. Point to Multiple Point. Wireless Routing Client. Gateway. SecurityTagged VLAN.
Wireless MAC address filtering. Network InterfaceTechnical Specification. Modulation
TechniquesIEEE 802.11b. IEEE 802.11gOperating ChannelsAdvanced Wireless. FeaturesLong
Distance Parameters Setup. Wireless Pseudo VLANAdjustable transmit power control in
1dBDetachable 2dBi antenna with SMA connector.

ManagementYes. DHCP Reservation. By MAC address. Yes. Firmware Upgrade. Yes. Power
Requirements. Using Power Adapter. Using PoEOperating Temp. Storage Temp. Operating
Humidity. HTTP Web ManagementCompex PoE InjectorPhysical Dimensions. Technical
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SpecificationFurther Information References. For more details on the WP54G configuration, please
refer to the User’s ManualThis document may become superseded, in which case you may find its
latestCompex, Inc will not be liable for any technical inaccuracies orChanges are periodically made
to theMicrosoft Corp. NetWare is the registered trademark of Novell Inc. All other brand andAll
rights reserved. Reproduction, adaptation,Manual Revision by Ann. Manual Number M0478V1.1C.
Version 1.1, November 2005. FCC NOTICE This device has been tested and found to comply with the
limits for a Class BThese limits are designed to provideThis deviceIf this device does cause harmful
interference to radio or televisionIncrease the separation between theConsult the dealer or an
experiencedCaution Any changes or modifications not expressly approved by the grantee of thisFCC
Compliance Statement This device complies with Part 15 of the FCC Rules. OperationProducts that
contain a radio transmitter are labeled with FCC ID and may also carry the. FCC logo. Caution
Exposure to Radio Frequency Radiation. To comply with the FCC RF exposure compliance
requirements, the following antennaFor configurations using an approved external antenna, the
separation distanceICES 003 Statement. This Class B digital apparatus complies with Canadian
ICES003. DECLARATION OF CONFORMITY Compex, Inc.Product Name Compex WirelessG 54Mbps
XRTM Access Point. Model No. WP54G conforms to the following Product StandardsCompliance
with this directive impliesElectromagnetic Interference Conduction and Radiation EN 55022 CISPR
22. Electromagnetic Immunity EN 55024 IEC6100042,3,4,5,6,8,11.
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Therefore, this product is in conformity with the following regional standards FCC Class BEC
directive. DECLARATION OF CONFORMITY Compex, Inc.Compliance with this directive
impliesEMC Standards FCC 47 CFR Part 15, Subpart B, 47 CFR Part 15, Subpart C SectionEC
directive. Manufacturer’s Name Compex, Inc. Address 840 Columbia Street, Suite B. Brea, CA
92821, USATo activate the warranty, please complete this card and return to CompexProduct.
Purchase Date. Name. Model. Serial No. Email. Company. Address. Phone . CountryFor purchases
within U.S.A and Canada, please fax to Compex, Inc. atLtd at 65 62809947November 2005. You can
find this information in the Compex WP54G user manual. However, if you are not able to access the
user manual of your device, you can take advantage of the summary. You can also download user
guides in pdf format for many router brands and models. Compex WP54G Router Admin Login Guide
Follow the steps below to access the admin panel of your device Open your favorite Internet browser
Google Chrome, Mozilla Firefox, Opera, Internet Explorer, etc.. Type the 192.168.168.1 IP address
in the browser address bar and press Enter. If you do not know the default IP address of your router,
click here. This page will automatically detect the IP address of your device. When you connect to
the IP address, you will be asked to enter your user and password. If you don’t know your default
username and password, you can use the table below. After typing your username and password,
press Enter. After this process, you will have access to the router admin panel. To do this, you need
to know the IP address assigned by the manufacturer to your device. This IP address is usually
written on the label on the bottom or the back of the router and in the user manual. If you can’t
reach the admin panel of your Compex WP54G modem using the above methods, there is only one
thing you can do.

https://www.imperialaccountingfl.com/images/calibration-manual-fluke-187.pdf

Press and hold the reset button on the back of the device for 1520 seconds with a needle or
toothpick. As a result of this operation, all the settings of your device will be restored to the factory
settings. You will also be disconnected from the Internet. Therefore, if you do not have enough
information, you can contact a specialist for technical support. If you continue to use this site we will
assume that you are happy with it. Ok Privacy policy. The procedure is followingYour router is in
Restore mode. Now reboot your router manually turn off turn on and OpenWrt will boot.The device
doesnt work with Broadcom cards, since kmodssb causes kernel panic at startup. If you want to
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change of wireless MAC, see this. See them for more possibily outdated informations.By using the
website, you agree with storing cookies on your computer. Also you acknowledge that you have read
and understand our Privacy Policy. If you do not agree leave the website. OK More information
about cookies.


